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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 




BUSY 

(FROM CO-PROCESSOR) 



SUSP- 
SUSPACK- 
INT- 
NMI- 



BUS 
CONTROLLER 
40 



F.IDLE 



CLK2 — 



li 




CLKA 


f 





36 



F.SUSP | ^ 



I 

D.SUSPACK | 



CLOCK 
MODULE 
84 



EXCEPTION 
PROCESSOR 




D.EXCEPT10N 



SEQUENCER 
50 



AHALT 



ADDRESS 



FIG. 3 



C START ) 




ASSERT F_SUSP 



DISABLE INSTRUCTION 
QUEUE FROM ADVANCING 
NEW INSTRUCTIONS 



EXECUTE INSTRUCTIONS 
IN PIPELINE 

I 



-94 



ASSERT D_EXCEPTION K 96 

-98 



T 



EXECUTE mCODE 
ROUTINE 

I 



7^100 

ASSERT D SUSPACK 



ASSERT U_AHALT 




COh 



ASSERT F_IDLE 
1 



DISABLE INTERNAL 
CLOCK B 



•109 




ENABLE CLOCK B 



INDEX DATA 
(I/O PORT 22h) (I/O PORT 23h) 

J I 



COh 



CFh- 



CONTROL 
REGISTERS 



120 



FIG. 5a 



TO BUS CONTROL CIRCUITRY 
122 



SUSP 
•124 



FROM BUS CONTROL CIRCUITRY — [^-SUSPACK 

FIG. 5 b 126 



( START ) 



FIG. 6 



132- 
134- 




;yes 

ASSERT LLAHALT | 



ASSERT D.SUSPACK | 



140- 
142- 




_ [YES 
ASSERT SUSPACK | 

r 



DISABLE INTERNAL 
CLOCK B 



146- 




ENABLE INTERNAL 
CLOCK B 



